Pipe Standards
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Agenda

Purpose of revisions
— 15 minutes

Revisions overview
— 20 minutes

In depth explanation of Specifications and
Standard Drawing revisions

— 60 minutes

Pay item examples

— 20 minutes

Critical inspection points
— 5 minutes



PDH Credits

 PDH Credits: The Department does not
report credits for classes that last less than
Y2 day. Professional Engineers and Land
Surveyors can self report this Webinar. It
will be 2 hours of structured time.

« All who signed in will receive a “Thank you
for attending” emaill.
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To drain the water, we needed
some pipes...




Why are we here today?

To improve pipe installation through a thorough
understanding of the revised standards

To reduce bumps in the road

Conducted pipe Iinstallation training two years
ago and we are not focusing on that today

New standards and specifications provide new
materials and detalls to improve performance of
each pipe system

Expand the use and understanding of alternate
pipe materials



FHWA Guidance

concerning alternate pipe materials

SAFETEA-LU

Section 5514 of the "Safe, Accountable, Flexible, Efficient Transportation Equity Act: A
Legacy for Users," enacted August 10, 2005, requires the Secretary, within 180 days, to "...

ensure that States provide for competition with respect to the specification of alternative
types of culvert pipes through requirements-that are commensurate with’competition
requirements for other construction materials, as determined by the Secretary.".

...policies that consider all available pipe products judged to be of satisfactory quality and
equally acceptable on the basis of engineering and economic analyses. Given the
differences in climate, environment and topography, we anticipate that there will be
differences in culvert selection policies between various states.

luation periods for experimental or pilot project installations. .

As previously noted, State DOTs should develop culvert selection policies that consider all
available pipe products judged to be of satisfactory quality and equally acceptable on the
basis of engineering and economic analyses
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U.S. Department of Transportation

Federal Highway Administration

Subject: Information: Culvert Selection Procedures Date: July 9, 2007
From: /5/ Original signed by In Reply Attn. of: HIPA-30
Dwight Horne

Directar Office of Program Administration

To: Division Administrators
Resource Center Managers
Directors of Field Semvices

This meme supplements our November 30, 2006 memorandum regarding implementation issues associated with the Novernber 15, 2006 final rule for SAFETEA-LU Section 5514,

As previously noted, State DOTs should develop culvert selection policies that consider all available pipe products judged to be of satisfactory quality and equally acceptable on the basis of engineering and
economic analyses. Given the differences in climate, environment and topography, we anticipate that there will be differences in culvert selection policies between various states.

Since the effective date of the regulation was December 15, 2008, Division Offices should now be working with their respective State DOTs to ensure that the State’s culvert material selection procedures provide
for competition with respect to the specification of alternative types of culvert pipes. Division Offices should ensure that the States’ procedures are based on sound engineering and economic reasons and not
based on arbitrary factors.

While a number of states have significant experience with the design and construction of flexible culvert installations, many states do not. It has always been FHWA's policy to encourage the use of proven
materials in states that may not have experience with these products. Historically, we have encouraged systematic implementation plans and measured approaches in implementing materials in states that do
not have experience with a given product even if the product has been successfully used in other States. We have promoted this approach to avoid failures resulting from inappropriate use, inexperience, and/or
improper construction techniques.

Where the State and Division Office agree that material selection policy revisions are appropriate, a reasonable implementation schedule should be initiated. With the potential for significant savings, the
implementation schedule should not be based on protracted evaluation periods for experimental or pilot project installations. Division Offices should be mindful of the States’ need to gain the needed experience,
but this need should not be used to delay the implementation for unreasonably prolonged periods of time.

Given the Congressional intent of Section 5514 of ensuring that the States provide for competition with respect to the specification of alternative types of culvert pipes, we have developed an informational web
page titled,"Construction Program Guide, Culvert Selection,” for states that are still considering revisions in their culvert selection policies to provide for a wider application of culvert materials. The web page
provides links to the Section 5514 statutory and regulatory requirements, FHWA informational memoranda, and links to AASHTO documents related to the design, materials and construction criteria for various
culvert installations. The site also provides links to State DOT culvert selection policies for a sample state in each of the four AASHTO regions.

If you have any questions on this matter, please contact Gerald Yakowenko in my office at 202-366-1562. ™
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Research C o P Guid
Publications U.S. Department of Transportation ; —ﬂg—Fl?IﬁguéEsltjracrt [am bsulde
Training & Workshops Federal Highway Administration Administration
Staff =
Links Subject: ACTION: Pipe Selection Final Rule Date: November 30, 2006 Contact:
From: /S/ Qriginal signed by In Reply Attn. of: HIPA-30 Jerry Yakowenko
Dwight Horne Office of Program Administration
Director Office of Program Administration 202-366-1562

gerald vakowenko@fhwa dot.gov

To: Division Administrators
Resource Center Managers

Directors of Field Senices Jorge Pagan

Office of Bridge Technology
For your information, a final rule to implement Section 5514 of the Safe, Accountable, Flexible, Efficient Transportation Equity Act: A 202‘355*450‘1

Legacy for Users was published in the Federal Register on November 15, 2006. The final rule amends our material selection policies jorge pagan(@hwa dot gov
to support the competitive bidding principles in Section 112 of Title 23 U.S. Code.

With the December 15, 2006 effective date of the final rule, the States should be considering all available pipe products that are judged é‘;ﬁi;(:}';lﬁa:rd o P
~mce ot bnage [ecnnoiogy

to be of satisfactory quality and equally acceptable on the basis of engineering and economic analyses. Where such products appear 202-36646711

to be equal, alterative bidding practices must be used as required by 23 CFR 635.411(b). Where alternative products are determined loseph kiolak@fwa dot gov
to have different engineering and economic properties, contracting agencies may select a specific material or product based on the = o
required engineering properties and/or life cycle cost criteria. In such cases, the State DOT should document its material selection

decision on a project or program basis as appropriate.

We encourage you to work with your respective State DOTs to develop pipe selection procedures to efficiently implement the revised
policy. If you have any questions on this matter, please contact Gerald Yakowenko in my office at 202-366-1562. L2
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1. Laws
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+ Section 5514 of the 2005 Safe, Accountable, Flexible, Efficient Transportation Equity Act:, titled "Competition for Specification
Reviews of Alternative Types of Culvert Pipes,” requires the Secretary of Transportation to ensure that States provide for competition with Jerry Yakowenko
respect to the specification of alternative types of culvert pipes. Section 5514 specifically states: Office of Program Administration
i i "Notwithstanding any contrary interprefation of appendix A of subpart D of section 635.411 of volume 23, Code of ZEI}Z—E_ili{j-‘l 962
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specification of altemative types of culvert pipes through requirements that are commensurafe with competifion E-mail Construction

requirements for other construction matenals, as determined by the Secrefary.”

2. Regulations
¢ The FHWA implemented Section 5514 by revising 23 CFR 635.411 through the rule making process. This included an April 17,
2006 Notice of Proposed Rule Making and a November 15, 2006 Final Rule. Docket comments for the rule may be viewed at [
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& The FHWA's July 9. 2007 memo supplements the November 2006 memorandum regarding implementation issues associated
with the Movember 15, 2006 final rule for SAFETEA-LU Section 5514.

o The FHWA's November 30. 2006 policy memo notifies FHWA Division Offices of the effective date for the final rule and
encourages them to work with their State DOTs to implement the revised policy.

s The FHWA's October 6. 2005 policy memo: "SAFETEA-LU Section 5514" provides a interpretation of Section 55714 shortly after
the enactment of SAFETEA-LU.

¢ The FHWA's May 11. 2005 policy memo: "Guidance on Pipe Selection” provides a pre-SAFETEA-LU interpretation of FHWA's

policy. :
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3 pages instead of 4
Revised provisions
Flexible and rigid
Select material
Spring line

Fill height tables
Post inspection

Arch pipe and structural plate
pipe

Numbering scheme B (e =2
Drainage Pipe special L et Vi
provision : e |




When

 New Standards and Project Special Provisions
that accompany new Standards start with
October 2009 letting
— Section 300,
— 3 standard drawings,
— reinforced concrete pipe design >40’

 New special provision “Drainage Pipe” & Sec
310, Pipe Culverts starts with January 2010
letting

» Shown as special project detall in all plans until
new standard book is issued



Summation

New pipe standards designed to improve
final product

FHWA guidance requires competition
through the use of alternate pipe materials

Three new standard drawings
New standards



Revisions
An Overview



Revisions

3 pages

e 300D01 — Method of Installation
Flexible Pipe

e 300D02 — Method of Installation
Rigid Pipe

e« 300D03 — Method of Installation
Fill Height Tables




Revisions

Rigid and Flexible

I
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* Rigid Pipe
Concrete




Revisions

Rigid and Flexible

* Flexible Pipe (Except Structural Plate Pipe)
Corrugated steel (no more BCCYS),
Corrugated aluminum,

High density polyethylene (HDPE), {
Polyvinylchloride (PVC)




Revisions

Arch and Structural Plate Pipe
Included as special details when required

* Deep fill and steep grades
* Bottomless to reduce impacts to channels
 When minimal cover is available




Revisions

Select Material

* Foundation Conditioning — Class V or Class VI

* Pipe Bedding — Class Ill or Class II-Type 1
required for every pipe

* Pipe Backfill - Class lll or Class II-(Type 1 for
flexible, Type 1 or 2 for rigid) required for at
least some portion of the backfill in every
Installation

 Amount and type of select backfill is dependent
upon type of pipe and installation condition



Select Material Class 2




Select Material Class 3




Revisions

Select Material
Foundation Conditioning

e Class V or Class VI
— CLASS YV

Select Material is a coarse aggregate material meeting the gradation requirements of
standard size 78M in Table 1005-1 as described in Sections 1005 and 1006.

— CLASS VI

Select Material is a coarse aggregate material meeting the gradation requirements of
standard size 57 in Table 1005-1 as described in Sections 1005 and 1006.

e Minimum Depth = 12"
e Old standard did not show stone under pipe for Rock
Foundation

* Fabric wrap — prevent fines migration

Finally,
you can admit to putting stone under pipe!



Revisions Se I eCt M ate r| al

Bedding

* Pipe Bedding — Class Ill or Class Il Type 1 used under every installation.
6” min.

CLASS lll (Sec. 1016)
Type 1 - Select Material is a natural or manufactured fine aggregate material

meeting the gradation requirements of standard size 2S or 2MS in Table 1005-2 as
described in Sections 1005 and 1006.

Type 2 - Select Material is a granular soil material meeting the requirements of
AASHTO M145 for soil classification A-1 or A-3.

CLASS I

Type 1 - Select Material is a fine aggregate material consisting of crushed stone
screenings (washed or unwashed) meeting the following gradation

Type 2 — Select Material is a granular soil material meeting the requirements of
AASHTO M145 for soil classification A-2-4 with a maximum Pl of 6 and A-4 soill
containing 45% maximum passing a No. 200 sieve and a maximum PI of 6

o Sampling?

— How to ensure proper material is used (sample it unless it has already been
sampled and passed for what you plan to use it for)

The proper material is critical as fill height tables are based on installation and
materials used. Tables based on an analysis LRFD and AASHTO and ASTM
by our Structure Design Unit and Geotechnical Unit. Proper backfill was a part
of the design process and is critical in providing support to the pipe systems.



Summary

 Three new standard drawings
— Effective with October 2009 letting

e Select material

— Foundation Conditioning
—Bedding



Revisions

Trench Width
Pipe In Trench

 From 2006 standard OD + 4ft to:
 New standard OD + 3ft
o Why?

— More closely matches industry standard

— Select material is easier to compact
— Reduce amount of select material



Revisions

Haunch Area

e Area adjacent to pipe that requires
full compaction prior to further backfill

 Shown as a different symbol to draw attention to
compaction; however, it is the same select
material

« Remember, the area under the pipe is
compacted by the pipe, the bedding is
compacted with equipment then the haunch is
full compacted prior to further fill.



Revisions

Fill Height Tables

 Added to Standard Drawings so that field
forces can cross reference the pipe type

shown In the plans and drainage summary
against the field fill height

* Based off finished subgrade elevation, not
finished grade, not stone



Revisions Fl” He|ght Table
Changes

e No Method B
e Added Class Il RCP

e Changed fill heights when compared to
previous table.



Revisions

Changed fill heights when
compared to previous table

Old Max

Pipe Old Min | New Min New
Max

24" RCP |15 24" 23’ 20’

Cl. 1l

24” HDPE | 12" 24" 20’ 20’

24" Corr. | 13" 12" 36'(CS) 100’(CS

Metal 22'(Al) 60’ (Al)

24” PVC 12" 24" 20’ 30’




Revisions

Fill Height Table

Changes
* No Method B

e Added Class Il RCP

e Changed fill heights when compared to
previous table.

 If the fill height (cover) is less than 2’, then
Class IV RCP or Class V RCP is required.



Revisions

The differences In

RCP classes are...

“D” load strength of pipe

Class Il: 1,000 Ib/ft/ft
Class Ill: 1,350 Ib/ft/ft
Class IV: 2,000 Ib/ft/ft
Class V: 3,000 Ib/ft/ft

Class of Concrete and

Amount of Steel
When moving from CI. Il to Cl. V,
reinforcing steel amount
nearly doubles for each class
Increase.
Concrete class stays 4000 psi but
Increases to 6000 psi for Cl. V

Typical Costs for various classes.
Class 1l 1] \Y) Vv
15" RCP $8.50 $8.50 $10.63 $11.48
18" RCP $10.65 $10.65 $13.31 $14.38
24" RCP $14.10 $14.10 $17.63 $19.04
30" RCP $25.75 $25.75 $32.19 $34.76




Revisions

Fill Height Table
Changes

e No Method B
e Added Class Il RCP

e Changed fill heights when compared to
previous table.

 If the fill height (cover) is less than 2’, then
Class IV RCP or Class V RCP is required

e The differences in RCP classes are:
e 1’ minimum cover for side drain



Summary

Trench widths
Haunch

Spring line

Fill height tables



Standard Drawings



Standard Drawings

Flexible Pipe
Standard Drawing Detalils
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Standard Drawings

Flexible Pipe
What's the same for all foundation conditions?

'0'N "HRITTYH
BAYRHOIH 40 NOIBIAIN

NOLLY1HOGENYEL 30 "Ld3d
WNITOHY HLYDM
g0 3lvle

3dId I78IXTd
HOd BHIMWHO 1Ivi30 HEIToM3

NOILVTTVIENI ddId J0 JOHLEN

200001

Tﬁ'bmﬁ

Loosely placed select material Cl. Il or CI. IlI-Type
Leave uncompacted directly below the pipe.

TINIIITTINY
=k *"i"i i‘i‘i‘t‘a“a :“3 R *‘ ﬂ

e W

Sprig line = middle of pipe «

' OGK AN
PIPE IN THE :
==m- Run a density here
-._.__._,_,_._|lll [ M gn.uq_ - _,_'!I._lq..‘ll H - L _
— ; iliS (W % . “L_;/ -
AT Tr——— — L "}‘__
== B 00 it =1 R -i“"'" e W
Tr L - &
R s _[ w . oy LmEE

1

AT,
m LB, a T, ol
DEPT.
DI
¢ N.C.

OF TRANSPORTATION

\‘IGIHIWI-EHEHW

“mm“ml“n s 1
— g

Lk = TH: BNOEE HELEWEAL. [NNIE DASETE RSN
N0 = THE NI HOEDEATRL WUTWIIN CLANEES CHEETEN .
H = THE FILL

HEMHT BRI YENTIDALT
A THE FIM FAE TH T OF T I‘ﬂ'-'ll'l'ﬂ'
OF THE SEEAEFEENT AT THAT IFCNT.

[

-““nmmmnwmm
=g :I:lm!

ENILIGH DETAIL DRANING FOR
METHOD OF FIPE INSTALLATION
FLEXIBLE PLIPE

o
et




Standard Drawings

Flexible Pipe
What's the same for all foundation conditions?
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Standard Drawings

Flexible Pipe

Find the detall differences between the foundation conditions

Use Select Type V or VI for Foundation conditioning
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Standard Drawings

Flexible Pipe Fill Height Table

Similar
Fill height measured to subgrade

FLEXIBLE PIPE

Differences
HDPE max fill = 17°'/20’
PVC max fill = 30’
More fill can be placed over
Corr. Steel than over Corr. Al.
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Summary
Flexible Pipe

Foundation conditioning depth and type
Bedding material type and depth
Haunch

Fill height



Standard Drawings ngld Plpe

Standard Drawing Detalils
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Standard Drawings

Rigid Pipe

What's similar for all foundation conditions?

Loosely placed select material Cl. Ill or CI. 1I-Type 1
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Standard Drawings

What's similar fo

Rigid Pipe
r all foundation conditions?
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Standard

Drawings
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Find

Use Select Class V or VI for Foundation conditioning

Rigid Pipe
the differences
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OENEAAL NOTEH:
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Rigid Pipe
Fill Height Tables

"
=
=
ELE
25:5
22
fqzgH
zZ4HOH
« Hal
nm:ﬂH
=
a5
=

L1} a0 4= 146

Maximum fill
Cl. Il =10
- ClL I =20

2 2/9 x corrugation **

Diammtar Hinimum ocaver Maximum Heipht
{inches) {da) 18 11
12 12 204 258
15 12 182 4

18 12 135 1a@ ;; CI. IV — 30’

Minimum fill 100
Cl.LIII=2
CLIV&V=1

| =

TQ

ipe
2 2/3 x corrugation **

imum cover Maximen Height of Cover |[fest})
inchea) {&a) 18 134 12 £ 2
12 123 156 218 281 544

If fill height exceeds 40,
- LRFD design is required

|

a1 87 113 188 a2 12 a0 78 &E

04 7 1g0  1Em - 12 52 69 g4

] ap 111 B4 12 48 & T4

8 109 -] 12 ob o

74 M ] 12 51

e B1 7 12 41
12 0a

** FOR DIFFERENT COARUGATIONZ AND ARCH PIPES AEFER TO

Side drain cover = 1’

min

ROADMAY DESIGN MANUAL OR MANUFACTURERE SPECLFICATION.

HWE - * (Winimym 111}
* (Maximum fill} 20° for pipe diamatera = 24"

REFEA TO THE FOLLOWING FOR PLPE BPECLFICATIONS

2" for pipe diampters x 127 and < 807

car
GAAF -
HDPE -
PG -

17" for pipe diareters > 307 and/% 80"

PVC - * (Winisum T111)

2 Tor pipe dieretera z 127/and 5 38"

NOTES:

* [Waximym 111} 80" for pipe dimmsters > 177 and = 98"

¥ FILL HELGHT IE MEASURED FROM THE TOP OF THE FIPE
TO THE BOTTOM OF THE PAVEMENT STRUGTURE

§376VL 1HO9I3H T1Id
NOILYTIVLISNI 3dId 40 GOH13MW
HOd DNIMYVHO 1IV.3d HSITONI

ET B OF 3
I300D01

RCP - * [Minimum f111} 1' for Cleagd IV & CLASE V
2' for tlase III & Clasa 1I
= (daximym 7111} 10" -/GClass II pipe
20'. Clams III pipe
%0 - Clans IV pipe
40’ - CGlasa ¥ pipe

{(For T1l13 > 40" 4 < B)" usa LAFD Dirsot DRsign Method)

* FILL HETSHT I6 MEASURET FROM THE TOP DF THE PIPE
TO THE BOTTOM OF THE PAVEMENT STPUCTURE

- AAEBHTO M3B

AAEHTO W1b@
AABHTOD 20
AETM F84b or AABHTD N304

FILL HEIGHTS 9HOWN WERE GALCULATED USING
AAEHTQ LRFD BRIDGE DE3TGN SPECTFICATIOMS

1' NININUM COVER FOR ALL BIDE DRAIN PIPE
IN ACCORDANGE WITH THE BTANDAAD SPECIFICATIONS

The Engineer should determine when
a fill height change requires a pipe type

change.

FILL HEIGHTS SHOWN WERE CALCULATED USING
AABHTO LAFTD BAIDGE DESIGN BPECIFICATIONS

1' NINIMM COVER FOR ALL BIDE DRAIN PIPE
IN ACCORDANCE WITH THE BTANDARD GPECIFICATIONS
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REINFORCED CONCRETE PIPE DESIGN (5-27-09)

1.0 GENERAL

This Special Provision covers the design and matwrfa of reinforced concrete pipes
which require fills greater than 40’ and less tbarqual to 80'.

When the design of a reinforced concrete pipedsired in the contract plans, design the
reinforced concrete pipe in accordance with theerredition of the AASHTO LRFD
Bridge Design Specifications. Provide the diameffepipe as indicated on the plans and
manufacture the pipe in accordance with ASTM C 14Pfovide a reinforced concrete
pipe that meets the requirements of Section 10&e6tion 1077 and any other applicable
parts of the Standard Specifications.

The design of the reinforced concrete pipe is #sponsibility of the Contractor and is
subject to review, comments and approval. Subwit dets of detailed plans for revie'
Include all details in the plans, including thees@nd spacing of the required reinforcement
necessary to fabricate the reinforced concrete gdipelude checked design calculations for
the reinforced concrete pipe. Have a North CaaoRegistered Professional Engineer seal
the plans and design calculations. After the plare reviewed and, if necessary, the
corrections made, submit one set of reproducilaeirigs on 22" x 34" sheets to become
part of the contract plans.

2.0 REINFORCED CONCRETE PIPE SECTIONS

A. Class

Reinforced concrete pipe sections manufactured ceoralance with this Special
Provision are designated by inside pipe diametdrdasign earth cover.

B. Design Criteria
The design of the reinforced concrete pipe shaiht@cordance with Article 12.10.4.2

“Direct Design Method” of the current edition ofetRASHTO LRFD Bridge Design
Specifications. The following assumptions shallised in the design calculations:

NCDOT Criteria for Direct Design Method
Process and Material Factors,
Radial Tension,,£1.0
Shear Strength,#1.0
Design Concrete Strength ¢ f’
5,000 psi < f'c < 7,000 psi
Heger Pressure Distribution - Type 2 Installation
Vertical Arching Factor = 1.40
Horizontal Arching Factor = 0.40
Soil Unit Weight = 120 Ib/ft
Depth of Fluid = Inside Pipe Diameter
Minimum Concrete Cover = 1.00"
Crack Control = 0.90 (maximum)




Summary
Rigid Pipe

Foundation conditioning material and
depth

Bedding type and depth

=1l above springline

=1l height

Reinforced Concrete Pipe Design




Standard Comparison Summary

Similarities In Trench
6” min pipe bedding
No compaction directly under pipe

Compact haunch
— Select material below springline (Check type).

Compact beddlng after p|pe 5 pIaced

Differences

Encapsulated Cl. Vor VI when in rock or undercut

: moci & lr' o0, +¥
HDHHA.L EARTH FOUNDATION ROCK FOUNDATION

Flexible PIPE IN TRENCH

I
=

e

AB DIRECTED BY ENSR,

+ 8 |

0.0.

UNSUITABLE MATERILAL FOUNDATION

Rigid allows approved local material above springli

~ o Flexible requires select Cl. 3 or CI. 2- Type1 one f

ne.
oot above top of pipe.

_4_—

Rigid aIIowe seIect material between bedding andisp | ringline of C

Flexible requires Cl. 3 or CI. 2- Type 1.

MORMAL EARTH FOUNDATION

" ROCK_FOUNDATION
Rigid PIPE IN TRENCH

- Trench W|dth OD + 3

_.F—rrrl IV = Ry
PRE TR R T j—

"1 AB DIRECTED BY EWGR,

==
—_—\___

. 3orCI 2Typelor2

o e .
UNSUITABLE MATERIAL FOUMDATION

1
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Standard Comparison Summary

Similarities Above Ground Differences

6” min pipe bedding
No compaction directly under pipe

" % Compact haunch T o L
——— 1 Select material below springline (Check type) s e ——
— g | Compact bedding after pipe is placed —— fnen ] Famep
— % i Wldth of select is OD X 3 —u?///
;- == I__ B et R ._- _ E :';Mmm-; — B
gmer s — [ | Lzojem. =R B Tt
Pl o oo by woT L T Encapsulated Cl. V or VI when in rock or undercut mer
NI 588t e = | Lis* pEn mar or W = = =
NORMAL EARTH FOUNDATION ROCK FOUNDATION Eﬁtﬁu et =

UNSUITABLE MATERIAL FOUNDATION

Flexible p1pE ABOVE GROUND

Flexible and Rigid require a bedding width of OD + 2; however, both also
require a beddlng width of OD x 3 for unsuitable foundations.

TOF OF FILL

(LT " rl.ll-_, e o Pk

— — ngld allows approved local material above springli ne.
#4___"— - Flexible requwes select Cl. 3 or CI. 2- Typel one f oot above top of pipe.

—I——

\,‘i:H .0, —
m.lnl.n-—_,_ m
_— JC" .._L_'I_.I_. LF -

ngld aIIows seIect material between bedding to spr |ngI|ne of Cl. 3 or CI 2-Type 1 or 2.
Flexible requires Cl 3 or Cl 2-Type-1.

F:" “ m F—-I m Lm m ' |_ T W I W I-.l.-l AFelis L . l.lll.rll EFT Ok P
4 PRIOR TO * 14" PER FI!:'I'&F w
PLACHENT 07 \onuAl EARTH FOUNDATION ROCK FOUNDATION  Eif A "mik'adh

UNSUITABLE MATERIAL FOUNDATION

Rigid p1PE ABOVE GROUND




Installation v. Material Requirements

Foundation Normal Rock Unsuitable Backfill
condition Differences
Flexible Bedding Bedding Bedding Select Cl. 3 or
Select CI. Il or Select CI. Il or Select CI. Il or Cl. 2-Type 1
Cl. II-Type 1 Cl. II-Type 1 Cl. II-Type 1 1’ above top of
+ + pipe
Fnd. Cond. Fnd. Cond.
Select Cl. V or VI | Select CI. V or VI
w/ fabric w/ fabric
Rigid Bedding Select Bedding Bedding Select ClI 3 or
Cl. il or CI. 11- Select CI. Il or Select CI. Il or Cl. 2 (Type 1 or
Type:L. Cl. lI-Type 1 Cl. lI-Type 1 Type 2) between
+ + bedding and
gl
Fnd. Cond. Fnd. Cond. 25233J23|ocm
Select .CI. Vor VI | Select .CI. V oor Vi [
w/ fabric w/ fabric

springline




Provisions



History

Since June 2006, we used it.

Had restrictions that limited it
to drives and outside ditches

In Jan 2010, Drainage Pipe
special provision that will
expand the use of alternates.

Side drain provision and
drainage pipe provision will
replace alt pipe provision.

PIPE ALTERNATES:
(7-18-06) (Rev 4-17-07) SP3 R36

Description

The Contractor may substitute Aluminized Corrugebéekl Pipe, Type IR or HDPE Pipe, Type
S or Type D up to 48 inches in diameter in liecorcrete pipe in accordance with the following
requirements.

Material

Item Section
HDPE Pipe, Type S or D 1032-10
Aluminized Corrugated Steel Pipe, Type IR 1032)8TA

Aluminized Corrugated Steel Pipe will not be petedtin counties listed in Article 310-2 of the
2006 Sandard Specifications.

Construction M ethods

Aluminized Corrugated Steel Pipe Culverts and HDPige Culverts shall be installed in

accordance with the requirements of Section 3002006 Standard Specifications for Method

A, except that the minimum cover shall be at ld&@sinches. Aluminized Corrugated Steel Pipe
Culvert and HDPE Pipe Culvert will not be permitted use under travelways, including curb
and gultter.

M easurement and Payment

‘Aluminized Corrugated Steel Pipe Culvert to be paid for will be the actual number of
linear feet installed and accepted. Measuremehbwin accordance with Section 310-6 of the
2006 Sandard Specifications.

'HDPE Pipe Culvert to be paid for will be the actual number of linéeet installed and
accepted. Measurement will be in accordance wilti® 310-6 of the2006 Standard
Fecifications.

Payment will be made under:
Pay Item Pay Unit

___" Aluminized Corrugated Steel Pipe Culverts," Thick Linear Foot
____"HDPE Pipe Culverts Linear Foot



History

* Previously, there were two pay items
that allow choices for alternate bid

items In the back of the contract.

ddddd

7+ Now, Contractors can pick, within S
== parameters, when they want to. e
|-

-~z ¢ New item Drainage Pipe Provision

..........

... will'be on regional and subregional

- tier and allow choices of pipe types
.= for cross lines and curb and gutter
- where they previously were not

.= allowed. The tier type will be shown

on title sheet of plans.




Provisions

Where will new provisions be used?

* For Statewide Tier, Drainage Pipe Special Provision will not be in contract.
« Side drain will be in all contracts.

* For all projects other than Statewide Tier, “Drainage Pipe” will be a SP.

e Subregional - SR Routes (The road to grandma’s house)

 Regional - US and NC routes not on the Statewide Tier

o Statewide Tier — The Strategic Highway Corridor Network as approved by
the Board of Transportation (Interstate and major US)

 The Tier Type will be shown on the plan cover sheet

« Side drains — Storm drain pipes running parallel to the roadway to include pipes in medians,
outside ditches, driveways, and under shoulder berm gutter along outside shoulders greater
than 4 feet wide. May or may not be open ended.

« Storm drain systems — Lateral drain pipe under curb and gutter, expressway gutter, and
shoulder berm gutter (with shoulders 4 feet wide or less) that connect drainage structures and
Is not open ended. Also includes cross drains connecting two or more systems or system
outlets.

« Transverse median drains — shallow cross drain pipe that collects drainage in a median ditch
or curb section and deposits it outside ditches or natural drainage channels. May or may not be
open ended.

Show type of pipe used on as-built for use
In system inventory and asset management.



Provisions

Key Changes

 No more unreinforced concrete pipe. Now CI. Il RCP
e Side drain in both Statewide and Regional/Subregional

Tier

e Only smooth inside wall pipe is allowed in Storm Drain
Systems.

« Exceptions will be noted in Remarks column of Drainage
Summary.

* Drainage pipe pay items will be shown as SP.

Show type of pipe used on as built for use
In system Inventory and asset management.



Provisions Regional/Subregional

the median does allow corrugations inside pipe.
Why: corrugations interfere with capacity calc.

. . Tier . o
Drainage pipe could be Side drain pipe |
. RCP, HDPE,PVC,CSP CLASS III R.C. PIPE Fill < 10’ :
——— . CAAP unless Remarks DIVISION OF HIGHWAYS Not in commercial drive
= P ist exclusions. Not if future widening planned
g ) _ If fill height is > 20’ or
R R A R g < 2’ then type of pipe will -
T e 1 e IR i |1|| be specified.
— Example of when a type may be excluded: _
— Where pipe connects a storm drain system. Example: RCP is excluded
— So from DI to DI in shoulder berm gutter would where grade >10% such as
— not allow pipe with corrugations inside but from DI to DI in outlets from SBG.

Will there be side drain pipe
Counties: and Drainage Pipe in the same

310-2 - No Corrugated contract?
Steel in 24 coastal counties If YES, why?




Provisions Statewide tier

Drainage pipe specification will not
appear on Statewide Tier

COMPUTED BY: DATE: | PROJECT NO. H SHEET NO.

our CLASS III R.C. PIPE ) ' ‘
DIVISION OF HIGHWAYS Remarks may list

2
3
2 Print Half Size Print Full Size XCI usi ns r r q u i r nts
Choose Project Tier
ENDWALLS | 4
a8
S
5|3 EZ
STATION g 2 2 g CLASS Il R.C. PIPE C.S.PIPE SIDE DRAIN PIPE £ g FRAVE, 3 ABBREVIATIONS
= & S| £ [E] (unessnorEnomErwisE) (UNLESS NOTED OTHERWISE) (RCP, CSP, CAAPHDPE or PVC) e GRATES g s, CATCH BASIN
2| B @ |2 |8 oR & AND HOOD Slzle = N.D. NARROW DROP INLET
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Side drain pipe

Fill < 10°

Not in commercial drive

Not if future widening planned

Counties:

310-2 - No Corrugated

Steel in 24 coastal counties

IsheeTTOTALS




Summary
New Provisions Application

Tiers
Drainage pipe on Statewide Tier only
Side Drain may be on all tiers

Exceptions noted in remarks of drainage
summary




Provisions

Drainage Pipe - Special Provision

Description

Where shown in the plans the Contractor may usaf®eed Concrete Pipe, Aluminum Alloy
Pipe, Aluminized Corrugated Steel Pipe, HDPE PipePVC pipe in accordance with the
following requirements.

Material

Item Section
Corrugated Aluminum Alloy Pipe 1032-2(A)
Aluminized Corrugated Steel Pipe 1032-3(A)(7)
Corrugated Polyethylene Pipe (HDPE) 1032-10
Reinforced Concrete Pipe — Class Il or lll 10329(
Polyvinyl-Chloride (PVC) 1032-11

Corrugated Steel Pipe will not be permitted in d@am listed in Article 310-2 of th@006
Sandard Specifications.

Only pipe with smooth inside walls will be allowddr storm drain systems. Storm drairi
systems are defined as pipe under curb and gettpressway gutter, and shoulder berm gutter
that connects drainage structures and is not opdede

Construction M ethods

Pipe Culverts shall be installed in accordance withcontract documents.

Where allowed by the plans, use any of the sewtalnate pipes shown herein, but only one
type of pipe will be permitted between drainagectures or for the entire length of a cross line

pipe.
M easurement and Payment

Measurement will be in accordance with Section 810f the 2006Standard Specifications.
___" Drainage Pipe will be paid for as the actual number of lineatfmstalled and accepted.

Payment will be made under:

Pay Item Pay Unit

" brainage Pipe Linear Foot Jan. 2010 let



Provisions

Provision Revisions

« 300-2: Bedding material and foundation conditioning material
e 300-4: Class V or VI select encapsulated with fabric
 300-6: RCP Pipe > 42" use fabric that extends 12” on both sides of joint

« 300-7: Loosely place bedding material, in a uniform layer, a depth equal to the inside
diameter of the pipe divided by 6 or 6 inches, whichever is greater. Leave
bedding material directly beneath the pipe uncompacted and allow pipe
seating and backfill to accomplish compaction. Excavate recesses to receive
the bells where bells and spigot type pipe is used.

Excavatable flowable fill may be used for backfill when approved by the
Engineer. When using excavatable flowable fill, ensure that the pipe is not
displaced and does not float during backfill. Submit methods for supporting
the pipe and material placement to the engineer for review and approval.

« 300-8: Prior to final acceptance, the Engineer will perform random video camera and
or mandrel inspections to ensure proper jointing and that deformations do
not exceed allowable limits. Replace pipes having cracks greater than 0.1
inches or deflections greater than 7.5%. Repair or replace pipes with cracks
greater than 0.01 inches, exhibiting displacement across a crack, exhibiting
bulges, creases, tears, spalls, or delamination.
Oct. 09 let



Provisions

*RCP Pipe > 42" use
fabric that extends
12" on both sides of
joint.

*Excavatable flowable fill is acceptable.
*Ensure pipe does not float.

«Submit plan detailing pipe support and
method to prevent floating.

Oct. 09 let



Provisions

Provisions continued

300-9:
Foundation Conditioning Fabric

Fabric for Foundation Conditioning will be measured and paid for in square
yards. The measurement will be based on the theoretical calculation using
length of pipe installed and two times the standard trench width. No separate
measurement will be made for overlapping fabric or the vertical fabric
dimensions required to encapsulate the foundation conditioning material.

Bedding and Backfill - Select Material

No measurement will be made for select bedding and backfill material
required in the contract documents. The select bedding and backfill material
will be included in the cost of the installed pipe.

Where unclassfied excavation or borrow material
meets the requirements for select bedding and backfill
and is approved for use by the Engineer, no
deductions will be made to these pay items to account
for use in the pipe installation.

Oct. 09 let



Provisions

Provisions continued

N0 measurement will be made for select
bedding and backfill material required In
the contract documents.

*The select bedding and backfill material
will be included in the cost of the installed

pipe.

Oct. 09 let



Provisions

Provisions Continued

310-4: SIDE DRAIN PIPE

Side drain pipe Is defined as storm drain pipe running parallel to the
roadway to include pipe in medians, outside ditches, driveways, and under
shoulder berm gutter along outside shoulders greater than 4 feet wide.

Where shown in the plans, side drain pipe may be class Il reinforced
concrete pipe, aluminized corrugated steel pipe, corrugated aluminum alloy
pipe, HDPE pipe, or PVC pipe. Corrugated steel pipe is restricted in the
counties listed in 310-2. Install side drain pipe in accordance to Section

300. Minimum cover for side drain pipe is one foot.

310-6: MEASUREMENT AND PAYMENT

Pipe will be measured and paid for as the actual number of linear feet of
pipe that has been incorporated into the completed and accepted work.
Select bedding and backfill material will be included in the cost of the
installed pipe.

Jan 2010 let



Provisions

Oct. 09 let
Post Installation Inspection

« 300-8 INSPECTION AND MAINTENANCE

Prior to final acceptance, the Engineer will perform random video
camera and or mandrel inspections to ensure proper jointing and
that deformations do not exceed allowable limits. Replace pipes
having cracks greater than 0.1 inches or deflections greater than
7.5%. Repair or replace pipes with cracks greater than 0.01 inches,
exhibiting displacement across a crack, exhibiting bulges, creases,

5% Deflection 7 1/2% Deflection

tearS, Spa”S, Or delamlnatlon N(gggal Bf{;&e Mandrel Size Mandrel Size

*Replace pipe with cracks > 0.1"or

deflections > 7.5%
247 22.480 21.36 20.79
*Repair or replace pipe with

cracks >0.01" which show displacement, spalls etc



Provisions

Post Installation Inspection

Mandral axembly
with puling eyebo

Interchangaable fin
eats avalldbl for 47
thru 48" plpe

Nominal
Size

15"
18"

24"

36"

Base
iD

13.898
16.976

22.480

34.869

5% Deflection

Mandrel Size

13.20
16.13

21.36

33.13

7 1/12% Deflection

Mandrel Size

12.86
15.70

20.79

32.25

Tha daflaction test gauga can ba aacly pullad
through tha plpeling.

Oct. 09 let



Provisions

Post Installation Inspection

 Begins where?
— Stick your head in the pipe.
— Use a flash light.
Begins when?
Approx. 30 days after fill has been completed to subgrade
Pipes to check:
— A % of cross lines

« Video (add how to request camera)
— Video inspection request form

— Very deep or very shallow pipe under roadway
— When visual inspection shows abnormalities
— Where heavy loads have operated over pipe

—When a problem such as settlement or sediment is noted



Provisions

Other specification changes

e Section 310
— Deleted BCCSP, Vitrified Clay, Concrete lined steel

e Section 1032

— Deleted BCCSP
— Aluminized coating is required for corrugated steel,

added polymer coated corrugated steel pipe as an
option



Standards and Provision
Implementation Summary

e October 2009

— New Standard Drawings and Fill Height Table
— New Specification Section 300

— New Specification “Reinforced Concrete Pipe
Design” for fills > 40’

e January 2010
 New Specification “Drainage Pipe”
* Revised Specification “Culvert Pipe”
 New Specification Section 300 (includes 310)



Summary
Provisions

Drainage pipe special provision
Foundation Conditioning and fabric
Bedding type and depth

Pipe wrap

~lowable fill

Post Installation inspection

Side drain




Provisions

Pay ltems?

« Pavement removal
— NO. 300-9 — Removal part of pipe installation
« Island, sidewalk and driveway removal
— NO. 300-9 - NO
 Excavation
— NO. 300-9
* Pipe removal
— MAYBE - 340-4 — No measurement if new pipe is placed in same trench
« Keeping foundation dry
— MAYBE
* Yes — If impervious dike is shown in plans with pay items, then pay.
* No — 300-4 - Maintain foundation in dry condition
e Undercut
— MAYBE
* Yes — 300-9 - Double unclassified, if local foundation cond. is used.

* No —300-9 — Undercut is incidental if “other than local” foundation conditioning
material is trucked in. (This will almost always be the case.)



Provisions

P a.y I te m S’) continued

* Foundation Conditioning Fabric

— Yes — Based on the length of pipe and two times the standard
trench width. No pay for the vertical dimension

 Foundation Condition
— Yes — Paid by ton when hauled from off site

— Yes — Not deducted from borrow or unclassified when local is
used

 Pipe
— YES — 310-6 — Count # of joints. Partial joints to 0.1ft
o Select backfill & bedding

— NO - 300-9 — No measurement for bedding and backfill except
that no deduction is made if material comes from borrow or
unclassified

 Pavement patching
— YES - 654-4 — Actual # of tons



Design

Drainage Structure Number
Scheme

e This convention will combine the plan page
number with the sequential number of the
drainage structure on that particular plan
sheet. So, the first pipe outlet or drainage
structure on plan sheet 25 will be identified as
2501.

 This is an aid in the design phase and should
assist in quickly referencing drainage during
construction.




Design

Revised network numbering
scheme

e First two numbers = plan sheet number

 Next two numbers = drainage structure
number

e Numbers start over with each sheet



Design
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Summary
Pay Items & Miscellaneous

Incidental

—Pavement, island, sidewalk, etc. removal

—Excavation

—Fabric pipe wrap

—All bedding

—Backfill up to 1’ above flexible pipe & up to springline for rigid pipe
Possible Pay Item

—Pipe removal

—Undercut

—Draining foundation

Pay Iltem

—Foundation Conditioning

—Fabric wrapping foundation conditioning
—Pipe

—Patching

Network Numbering



Critical Inspection Points

When pipe Is delivered

At bottom of excavation

Placing fabric and select CL V(78) or VI(57)
Placing Select CL Il or |

Bailing pipe

Compacting haunch

Backfill to spring line

Conducting pipe density

Looks like pretty much the entire time doesn'’t it



Possible fallures and causes

Cracking and deformation

— Too little cover
 Crack >0.1" =replace
* Crack > 0.01" = repair or replace
» Deformation

— Pour backfill technique
Too little cover during construction (as materials are being hauled)

— Not ramped with 3' minimum cover. Take care when min  imum cover is
used if there is hauling to take place. Earthenra  mps placed to protect
pipes will be removed just prior to fine grading.

Joint separation
— Constant inspection prior to backfill
Connections to drainage structures fail
— Grout cracks
— Short joint of pipe (air brick)
Damage from other operations
— Guardrail
— Signs
— Signal drilling



Keys to Success

nspection
—oundation
nspection
Backfill
Inspection
Joints
Inspection
Cover
Inspection




